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Technical Specifications Standard Requirements Test Results

Water Absorption UNI 
EN ISO 10545-03 < 0,5 % ≤ 0,1 %

Breaking Strength UNI 
EN ISO 10545-04 Minimum 1300 N ≥ 1800 N

Modulus of Rupture UNI 
EN ISO 10545-04 Minimum 35 N/mm2 ≥ 40 N/mm2

Shock Resistance  UNI 
EN ISO 10545-05

Suggested Minimum e 
> 0,55

e > 0,55 Restitution 
Coefficient

Resistance of deep 
abrasion  UNI EN ISO 
10545-06

Maximum 175 mm3 ≤ 150 mm3

Thermal Linear 
Expansion UNI EN ISO 
10545-08

Class 3 ≤ 7(MK)¯1

Thermal Linear 
Expansion UNI EN ISO 
10545-09

Resistant Resistant

Moisture Expansion UNI 
EN ISO 10545-10 0,0 %

Frost Resistance UNI EN 
ISO 10545-12 Resistant

Chemical Resistance 
UNI EN ISO 10545-13

Domestic Chemical 
Products 
UB/GB

A

Acids and Alkalis LA - HA

Stain Resistance UNI EN 
ISO 10545-14 Class 3 Class 5

Static Coefficient of 
Friction (COF) > 0,60 ≥ 0,60 DRY          

≥ 0,60 WET

Dynamic Coefficient of 
Friction (DCOF) > 0,42 > 0,42 WET

Thickness UNI EN ISO 
10545-02 ± 5,0% /  ± 0,5 mm 24”x48” 9,5mm

all other tiles 9mm

Number of screens 
(size 12”x24”) > 50

IMPORTANT
Please note that fixing in a 50% staggered configuration is not recommended. We 

suggest the following fixing configurations for these ceramic materials:
1/2 BROKEN JOINT NOT 

RECOMMENDED

The data refers to first choice material in the natural version.

GROUT JOINT REQUIRED FOR 
RECTIFIED EDGE TILE

RECTIFIED FULL-BODY PORCELAIN PHASE GREY



48”x 48” 24”x 48”

12”x 24” Storm Deco

24”x 24”

3”x 24” Bullnose

12”x 24”

2”x 2” Mosaic / 12”x 12” Sheet 12”x 24” Storm Deco

48”x 48” 24”x 48”

24”x 24”

3”x 24” Bullnose

12”x 24”

2”x 2” Mosaic / 12”x 12” Sheet

DARK

12”x 24” Storm Deco

24”x 48”

24”x 24”

3”x 24” Bullnose

12”x 24”

2”x 2” Mosaic / 12”x 12” Sheet

WHITE

24”x 48”

12”x 24” Storm Deco

24”x 24”

3”x 24” Bullnose

12”x 24”

2”x 2” Mosaic / 12”x 12” Sheet

ECRU

GREY

GREY DARK

WHITE ECRU




